
1.15

� Werkstoff: 1.4571

Sechskant-Reduzierstück
innen und außen mit zylindrischem Whitworth-Rohrgewinde

nach DIN/ISO 228

PN Ga > Gi B L GF-No. €

G 1/4" G 1/8" 17 16 GF-106G1418-7
50 G 3/8" G 1/4" 19 17 GF-106G3814-7

G 3/8" G 1/8" 19 17 GF-106G3818-7
G 1/2" G 3/8" 24 19 GF-106G1238-7
G 1/2" G 1/4" 24 19 GF-106G1214-7
G 1/2" G 1/8" 24 19 GF-106G1218-7
G 3/4" G 1/2" 32 22 GF-106G3412-7
G 3/4" G 3/8" 32 22 GF-106G3438-7
G 3/4" G 1/4" 32 22 GF-106G3414-7
G 1" G 3/4" 36 24 GF-106G134-7
G 1" G 1/2" 36 24 GF-106G112-7
G 1" G 3/8" 36 24 GF-106G138-7
G 1" G 1/4" 36 24 GF-106G114-7
G 1 1/4" G 1" 46 28 GF-106G1141-7

40 G 1 1/4" G 3/4" 46 28 GF-106G11434-7
G 1 1/4" G 1/2" 46 28 GF-106G11412-7
G 1 1/2" G 1 1/4" 50 30 GF-106G112114-7
G 1 1/2" G 1" 50 30 GF-106G1121-7
G 1 1/2" G 3/4" 50 30 GF-106G11234-7
G 1 1/2" G 1/2" 50 30 GF-106G11212-7

PN Ga < Gi B L GF-No. €

G 1/8" G 1/4" 17 26 GF-106G1814-7
50 G 1/8" G 1/8" 14 23 GF-106G1818-7

G 1/4" G 3/8" 19 28 GF-106G1438-7
G 1/4" G 1/4" 17 28 GF-106G1414-7
G 3/8" G 1/2" 24 32 GF-106G3812-7
G 3/8" G 3/8" 19 32 GF-106G3838-7
G 1/2" G 3/4" 32 38 GF-106G1234-7
G 1/2" G 1/2" 24 34 GF-106G1212-7
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